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ICON 100-WATT SPEAKER
SKU A-IC100
DIMENSIONS  6.5” L X 6.5” H X 2.25” D
AVAILABLE COATINGS 
FEATURES
• Powered by 12V
• 100-watt speaker output
• Weather-proof housing
• Optional Corrosion/Black finish
• Clear sound frequency
• Includes rotating bracket for mounting

ICON 150-WATT SPEAKER
SKU A-IC150
DIMENSIONS  6.5” L X 6.5” H X 2.25” D
AVAILABLE COATINGS 
FEATURES
• Powered by 12V
• 150-watt speaker output
• Weather-proof housing
• Optional Corrosion/Black finish
• Clear sound frequency
• Includes rotating bracket for mounting

100-WATT SPEAKER
SKU A-100
DIMENSIONS  8” L X 5” H X 7” D
FEATURES
• Powered by 12V
• 100-watt speaker output
• Weather-proof housing
• Clear sound frequency
• Includes flat bracket for mounting

150-WATT SPEAKER
SKU A-150
DIMENSIONS  8” L X 5” H X 7” D
FEATURES
• Powered by 12V
• 150-watt speaker output
• Weather-proof housing
• Clear sound frequency
• Includes flat bracket for mounting

PATROL
SKU Y-PB12
DIMENSIONS  5.1” BASE X 3.8” HEIGHT (4.1” LENS WIDTH)
AVAILABLE COLORS 
FEATURES
• Powered by 10-30V
• 12 Generation IV color 3-watt LEDs
• IP65 rated weather-proof housing
• 29 Available Flash Patterns
• Max output of 2 Amps
• Sync capability
• UV stabilized lens resists fading
• Y-PB12 model features a Flat/Pole mount/no CLP model: 1 ft of cable provided
• Y-PBMC12 model features a Magnet/CLP model: 9 ft of cable to cig plug

DOME
SKU Y-DB12
DIMENSIONS  6.5” BASE X 6.9” HEIGHT (5.1” LENS WIDTH)
AVAILABLE COLORS 
FEATURES
• Powered by 10-30V
• 12 Generation IV color 3-watt LEDs
• IP65 rated weather-proof housing
• 29 Available Flash Patterns
• Max output of 2 Amps
• Sync capability
• UV stabilized lens resists fading
• Y-DB12 model features a Flat/Pole mount/no CLP model: 1 ft of cable provided
• Y-DBMC12 model features a Magnet/CLP model: 9 ft of cable to cig plug

RAVEN
SKU M-RLB2
DIMENSIONS  15” L X 5.5” H X 7” D
AVAILABLE COLORS 
FEATURES
• Powered by 12V
• Weather-proof housing
• 2 LED Beacons - 48 Gen III LEDs per beacon
• 96 Gen III LEDs total - 32 Watt Output
• Features cigarette lighter plug with On/Off and pattern selector
• 15 Available Flash Patterns
• Mounted by 4 durable magnetic units

OCTO
SKU M-OT8
DIMENSIONS  6” BASE X 2.75” HEIGHT
AVAILABLE COLORS 
FEATURES
• Powered by 12V
• Weather-proof housing
• 24 Generation IV 1-watt LEDs
• TIR optics
• 16 available flash patterns
• Features cigarette lighter plug with On/Off and pattern selector
• Includes Magnet brackets for mounting

Clic
k t

o b
uy N

OW
!PD

F-XChange Viewer

w
w

w.docu-track.c
om Clic

k t
o b

uy N
OW

!PD

F-XChange Viewer

w
w

w.docu-track.c

om

http://www.pdfxviewer.com/
http://www.pdfxviewer.com/

